
Magnetic Speed Pickups

3/8 - 24 UNF Threaded
MSP6729

MSP6730

MSP6731

MSP6742

6’  Shielded Cable / 2.5” 

6’  Shielded Cable / 1.5”

6’  Shielded Cable / 4”

1’  Shielded Cable / 2.7” 

M16 x 1.5 Threaded
MSP6714

MSP6715

MSP6723

MSP6723C

3”  Without Mating Half Connector / Military Style Connector

3”  With Mating Half Connector /  Weather Boot / 
Military Style Connector

3”  With 3” Leads / Automotive Connector

3”  With 3” Leads / Automotive Connector /
Mating Half Connector

MSP6724

MSP6724C

MSP6734

MSP6735

MSP6744

3.5”  With 3”  Leads / Automotive Connector

3.5”  With 3”  Leads / Automotive Connector / 
Mating Half Connector

3.5”  With 4”  Leads

3.5”  With 3”  Leads / Packard Connector

2.29”  With 8/32 Stud Terminals / 1200 Ohms

3/4 - 16 UNF Threaded

MSP6741 3.25”  With 9”  Leads / Packard Connector

M18 x 1.5 Threaded
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MSP674

MSP675

MSP676

MSP677

MSP678

MSP679

MSP6710

MSP6719

MSP6720

MSP6721

MSP6721C

MSP6728

MSP6728C

MSP6732

MSP6732C

MSP6743

3”  Without Mating Half Connector / High Output

3”  With 7”  Leads

5’’  With 12”  Leads

3”  Without Mating Half Connector / Military Style Connector

5”  Without Mating Half Connector / Military Style Connector

3”  Mating Half Connector / Weather Boot /
Military Style Connector

5”  Mating Half Connector / Weather Boot /
Military Style Connector

2.375”  With 12”  Leads

4”  With 6”  Leads

3”  With 3”  Leads / Automotive Connector

3”  With 3”  Leads / Automotive Connector / Mating Half
Connector

3”  With 10”  Leads / Packard Connector

3”  With 10”  Leads / Packard Connector / Mating Half Connector

3”  With 4”  Leads / Dual Output / Dual Packard Connectors

3”  With 4”  Leads / Dual Output / Dual Packard Connectors / 
Mating Half Connector

3.75”  With 8/32 Stud Terminals / 1200 Ohms

5/8 - 18 UNF Threaded



Cable Harnesses

Mating Connectors

CH1204

CH1205

CH1206

CH1207

CH1208

CH1211

CH1219

EC1100

EC1110

EC1350

EC1518

MSP677/678 - 10’ Shielded - Straight Connector (MIL) 

MSP677/678 - 10’ Shielded - 90° Connector 

MSP6721/6724 and ADC Actuators - 4’  Unshielded 

MSP6721/6724/6723 - 10’  Shielded (Automotive)

MSP675 - 10’ Shielded

MSP677/678 - 27’ Shielded - Straight Connector (MIL)

Packard - Sensors Mating Half - 10’ Shielded

MSP677 with Straight Cable Clamp & Weather Boot 

MSP677 with 90° Cable Clamp 

Mating Packard Speed Sensor

Mating Connector for MSP6741
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ACCESSORIES - MAGNETIC SPEED PICKUPS


